


 
 

 

Anchor bolts are not included with Steel 
King rack systems unless specifically 
detailed on the Bill of Materials.

Since anchor bolts vary in strength, 
if you are purchasing your own 
anchor bolts, contact Steel King or 

your  Steel King distributor for minimum 
anchor specifications for your installation.

Since concrete floors vary greatly in 
design and load carrying capacity, 
Steel King cannot guarantee that a

Safety locks on boltless 
connections (SK2000® series)

must be fully engaged through the beam 
connector and upright column connector 
holes. These safety locks help prevent 
accidental dislodgment of the load beams. 
The locks should engage automatically, 
however, the beam needs to be fully seated in 
the bottom of the teardrop shape connector 
hole.

60 foot-pounds is typical  1/2" diameter 
hardware, but tightening to the point of crushing 
tubular components is to be avoided.

“Nut and Bolt” connections are to 
be tightened to a snug and secure 
condition.
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Thank you for your purchase of a Steel King® rack system.

If you are unfamiliar with rack assembly, you 
should contact Steel King or your Steel King 
distributor for professional rack assembly 
services. We cannot provide guarantee or 
warranty coverage for any system assembled by 
anyone other than a Steel King approved 
installation contractor.

The rack structure should be 
assembled and used only as shown on 
Steel King’s assembly drawings.

Changing the configuration (such as 
adjusting storage levels) can

adversely affect the load carrying capacity and 
reduce the structural integrity of the rack 
system. Before adjusting the rack 
configuration, contact Steel King or your Steel 
King distributor, to verify the safety and 
structural adequacy of the new configuration.
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of rack rows. These devices provide a visual 
and physical barrier against accidental 
handling equipment impacts. A variety of 
these guarding devices are available from 
Steel King and your Steel King distributor.

which the rack was designed, such as load size, 
load weight, and rack configuration. These 
plates are very useful for communicating safe 
loading information to both present and future 
users. Several signs should be prominently 
located for easy visibility and be permanently 
affixed to the rack structure. Appropriate signs 
can be obtained locally, through industrial mail 
order catalogs or from Steel King or your Steel 
King distributor.

vary in design. Many manufacturers offer a 
variety of basic designs (for example bolted and 
boltless connections), and basic designs are often 
altered slightly over the years to improve 
performance. These differences can adversely 
affect the overall performance and safety of a 
rack structure.

Many storage rack systems have such similar 
designs that a rack system can be assembled using 
parts from more than one manufacturer. However, 
since Steel King has no control over the quality of 
components designed and manufactured by other 
firms, any and all warranties and guarantees are 
made void if non-Steel King parts are used in 
conjunction with Steel King parts.

Do not install racks outdoors unless 
specifically designed by Steel King 
for this purpose. Outdoor usage 

 requires consideration of wind loads, snow
loads, etc., which are not normally considered 
in rack design.
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Do not cut, weld, or in any other 
way modify any component of 
your Steel King storage rack.

Such modifications may decrease the load 
carrying capability of the component, and the 
weakened component can jeopardize the 
integrity of the entire rack structure. Any 
modification of any component, except as 
performed or authorized in writing by Steel 
King Industries’ engineering personnel will 
make null and void any warranties and 
guarantees.
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Do you have have any questions about your 
Steel King rack, its assembly, operation or 
maintenance? We would be pleased to assist 
you. Contact Steel King or your Steel King 
distributor with any questions.

specific load weight, in a specific 
configuration. Should your load weights or 
sizes change, contact Steel King Industries® 
before using the rack to store the new loads. 
Using your rack in any manner than 
originally configured could lead to rack 
collapse and injury.

Unload damaged racks immediately and contact 
Steel King or your Steel King distributor for 
replacement parts (damage reduces capacity, 
creating the potential for collapse and injury).

 

Steel King does not recommend power /
pressure washing pallet racks under any 
circumstances.

®

creo





